NSGV Cyclone Dust Collector

STTTIITTT I
-~ | - \\ \\ |
-7 1/ \/ N
-7 /! v 1
-~ \ \
r7” I\ /I\ /II
[ | Ss—” S
[ I _——~ ——_ |
7
L I/ / N
J\\ I/ \/ I
< \ 1
~o I\ s\ VA
So N N s
- __ __
- - .

AFTTER-FILTER BAG (IF REQUIRED)
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800-728-8368 (phone) / 217-422-5387 (fax) / jmdilligaf@aol.com / NSGV.com

NSGV Cyclone dust collector body is constructed of heavy gauge steel, OPTIONAL ACCESSORIES:

Depending on collector size, the body will be painted or powder coated.

STACK SILENCER

The supports shall be construced from angle iron. Stanard HP ranges from STACK SILENCER w/90° ELBOW

from 3/4 to 30 HP. The collector can be sized from 311 - 8000 CFM. ATTENUATOR

ALUMINUM WHEEL
EXPLOSION PROOF MOTOR
1 PHASE MOTOR (ON SOME
FILTER BAGS

LINED FILTER BAG PLENUM
ENCLOSED FILTER BAGS w/

MODELS)

DRAWERS

NATIONAL SYSTEM OF GARAGE VENTILATION

CYCLONE




